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Double-arm segmental control LED Spot Light 

 
Product No. OP-006 378 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
Spot light with 19 + 19 LEDs on two semi-flexible arms (goose-neck) provides exceptionally bright 
and homogenous illumination. The product is designed for assembly on Optilia Stands with φ=3/4” 
(19.05mm) vertical rods. Illumination intensity of the spots can be adjusted by the included control 
unit. Colour filters (optional) can be assembled on front of the spots if required.  
 
 

Ring light 
Number of light source elements 19 + 19  pcs φ 5mm cool white LEDs 

Colour temperature 5.000 K 
Material Black anodized aluminium 

Length of Goose necks ~ 400mm 
Diameter of spot heads  φ 35mm 

 
Control unit 

Power supply 24 V DC, 250 mA, hollow pin plug 5.5 x 2.1 mm, 
Connections to Spot-light / Ring-light 2 x 9-pin mini DIN sockets 

Other ON-OFF and segmental switch,  potentiometer wheel 
Dimensions 95.5 x 64 x 28.5 mm 
Conformity CE 

 
 

Including items when you order OP-006 378: 
 

- Double arm Spot light 
- Segmental control unit  
- Power supply and mains cable 

 
Optional accessories: 

- Colour filters (red, green, yellow, blue) 
 
 

 
 
 

     

The more you can see, the more you can fix! 

 

 


